
 

 

DRYLOK® Powdered Basement & Masonry Waterproofer (15.9kg) 

Coverage: 0.82 – 1.23 m2/kg 

Recommended coats, thickness: 2 coats, 0.38mm/coat 

Dry time: 12 – 24 hours  

Surface preparation:  

• Surface must be clean and free from dirt, dust, grease, oil, form release 
compound, or paint. Remove all dirt and loose particles with a wire brush. 

• Patch all holes, or cracks, and the floor/wall joint with DRYLOK® Fast Plug®, or 
a fast-setting hydraulic cement, and smooth the patch evenly with the surface 
around it. Check the joint where the floor and wall meet and fill any breaks. 

• Efflorescence must be removed. DRYLOK® Etch (liquid or powder) or muriatic acid are effective efflorescence 
removal agents. 

• Painted surfaces: Whitewash, calcimine, oil and latex paints and coatings must be removed by wire brushing, 
sandblasting or other effective means before applying. 

 
Mixing: Add 210ml of cold water for each kg of DRYLOK® Powdered Basement & Masonry Waterproofer. Stir 
until mixture is free of lumps. Thin with an additional 210ml of water for normal application or 154ml of water 
for heavy application. Stir until smooth. Wait for 15 minutes, restir and apply.  
 
Application guide: Area must be thoroughly dampened with water prior to painting. Do not paint until surface 
water has been absorbed. Spotty drying indicates that the surface is not uniformly damp. Continue to dampen 
walls ahead as you paint. When painting under hot or windy conditions, a wetter surface is necessary. Using a 
DRYLOK® Masonry Brush or stiff bristle brush, apply with a scrubbing motion. On interior surfaces and in 
extremely dry conditions, redampen by misting newly painted walls after 6 to 8 hours to improve curing.  

 

  



DRYLOK® Original Basement & Masonry Waterproofer (3.785L)  

Coverage: 1.84 - 2.45 m2/L 

Recommended coats, thickness: 2 coats, 0.33 - 0.533 mm/2 coats 

Dry time: 2 – 3 hours  

Surface preparation:  

• Surface must be clean and free from dirt, dust, grease, oil, form release 
compound, or paint. 

• Patch all holes, or cracks, and the floor/wall joint with DRYLOK® Fast Plug®, or 
a fast-setting hydraulic cement, and smooth the patch evenly with the surface 
around it. Check the joint where the floor and wall meet and fill any breaks. 

• Efflorescence must be removed. DRYLOK® Etch (liquid or powder) or muriatic 
acid are effective efflorescence removal agents. 

• Old paint in poor condition must be removed by wire-brushing, sandblasting, or by other suitable means. 

• May be applied on slightly damp surfaces, but best results are obtained when applied over dry surfaces.  
 

Application guide: Stir thoroughly before and during application. Do not thin. Paint only when air and surface 

temperatures are higher than 10°C. Apply directly on bare masonry. Apply first coat with DRYLOK® BRUSH or 

good quality nylon bristle brush, working into the pores of the masonry, avoid excessive brushing. The second 

coat may be applied by brush, roller, or spray. For information on spray application specifications, visit 

www.UGL.com. When applying to new concrete, let concrete cure for 28 to 30 days before applying. 
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DRYLOK® Extreme Basement & Masonry Waterproofer (3.785L)  

Coverage: 1.84 - 2.45 m2/L 

Recommended coats, thickness: 2 coats, 0.33 - 0.533 mm/2 coats 

Dry time: 2 – 3 hours  

Surface preparation:  

• Surface must be clean and free from dirt, dust, grease, oil, form release 
compound, or paint.  

• Patch all holes, or cracks, and the floor/wall joint with DRYLOK® Fast Plug®, or 
a fast-setting hydraulic cement, and smooth the patch evenly with the surface 
around it. Check the joint where the floor and wall meet and fill any breaks. 

• Efflorescence must be removed. DRYLOK® Etch (liquid or powder) or muriatic 
acid are effective efflorescence removal agents. 

• Old paint in poor condition must be removed by wire-brushing, sandblasting, or by other suitable means. 

• May be applied on slightly damp surfaces, but best results are obtained when applied over dry surfaces.  
 

Application guide: Stir thoroughly before and during application. Do not thin. Paint only when air and surface 

temperatures are higher than 10°C. Apply directly on bare masonry. Apply first coat with a roller (3/4” nap), 

DRYLOK® Brush, or a good quality nylon bristle brush, or sprayer. If rolled, back brush the first coat to fill any 

pinholes in the masonry. If brushed, work into the pores of the masonry, making sure to fill all pores and 

pinholes. For information on spray application specifications, visit www.UGL.com. The subsequent coats may 

be applied by roller, brush, or spray. 
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DRYLOK® Floor & Wall Masonry Waterproofer (3.785L)  

Coverage: 2.2 – 2.45 m2/L 

Recommended coats, thickness: 2 coats, 0.406mm/2 coats 

Dry time: 2 hours  

Surface preparation:  

• Best results are obtained when applied over dry surfaces.  

• Surface must be clean and free from dirt, dust, grease, oil, form release 
compound, or paint.  

• Patch all holes, or cracks, and the floor/wall joint with DRYLOK® Fast Plug®, or 
a fast-setting hydraulic cement, and smooth the patch evenly with the surface 
around it. Check the joint where the floor and wall meet and fill any breaks. 

• Efflorescence must be removed. DRYLOK® Etch (liquid or powder) or muriatic acid are effective efflorescence 
removal agents.  

• Highly troweled or extremely smooth concrete floors must be etched or mechanically abraded to achieve 
the proper profile. A properly prepared concrete floor should look and feel like medium grit sandpaper. 

 
Application guide: Stir thoroughly befrore application. Do not thin. Paint only when air and surface 

temperatures are higher than 10°C. Apply directly on bare masonry. Apply first coat with a roller (3/8” or 

19mm nap), or a foam roller, DRYLOK® Brush, or a good quality nylon bristle brush, or sprayer. If rolled or 

sprayed, back brush if necessary, to fill any pinholes in the masonry. If brushed, work the waterproofer into 

the pores of the masonry, making sure to fill all pores and pinholes. For information on spray application 

specifications visit www.UGL.com. The subsequent coats may be applied by roller, brush, or spray. For floor 

application, the second coat should be applied in a cross direction to the first coat to achieve uniformity. 

Colour: Clear 
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DRYLOK® Fast Plug® Hydraulic Cement (1.8kg) 

Coverage: 578 cm3/kg 

Set time: 3 - 5 minutes  

Surface preparation:  

• The area should be cleaned thoroughly by wire brushing, scraping, or any other 
effective process.  

• Wet down the area prior to patching. 

• Back chisel out the area to be patched to the shape of an inverted “V” (the point 
at the surface) until loose, crumbling masonry is removed and a sound surface 
remains.  

 
 
Mixing: At room temperature, mix 3 parts DRYLOK® Fast Plug® and 1 part water thoroughly to a putty or heavy 
troweling consistency. The use of colder water will retard the setting time. Mix only enough for immediate use 
due to the quick setting time. In cold weather, use warm (32°C) water for mixing; also soak surface with warm 
water before application. 

 
Application guide:  
For Active Leaks (the presence of flowing water through a break in the surface)  
Mix and wait 1 minute or until the mixture becomes warm to the touch which indicates it is commencing to 
set. At this time force the DRYLOK® Fast Plug® into the opening with the palm of the hand. Hold in place for 3-
5 minutes. The patched area may be smoothed and trimmed to the surrounding area in approximately 5 
minutes. 
 
For Inactive Leaks, Patching, Anchoring 
Thoroughly soak the area to be patched. Apply with knife or trowel, forcing the patch into the affected area. 
Use the surface to smooth the patch evenly. When anchoring, chisel or drill hole in the masonry surface slightly 
larger than item to be anchored. Make certain mixed DRYLOK® Fast Plug® is tamped firmly into hole and around 
metal part. 

 

  



DRYLOK® Masonry Crack Filler (298g) 

Coverage: 0.26 m2/298g  

Cure time: 12 hours  

Surface preparation:  

• Do not apply in extreme dampness or high humidity.  

• Opening to be sealed must be free from frost, dust, dirt, oil, and loose particles. 
Hosing and wire brushing facilitate cleaning. 
 
Application guide: Apply only when air and surface temperatures are above 10°C. 
Place in any standard caulk gun. Cut end of plastic spout at 45° angle to desired 
opening size. Force sealant tightly into crack. Use only in cracks 12mm wide or less. 
Deep cracks over 6mm should be filled with backing material to within 6mm of 
surface before filling with DRYLOK® Masonry Crack Filler. Smooth patch with wet 
putty knife or trowel. 
 

 
 

 

 

 

DRYLOK® Etch Masonry Cleaner (340g) 

Coverage: 7.38 m2/90g of powder when mixed with 1L of water 

Mixing: To remove efflorescence, clean mortar or etch galvanized surfaces, 
dissolve 90g of Etch in 1L of warm water; to etch concrete prior to painting, use 
60g of Etch to 1L of warm water. Do not use galvanized container. Wear rubber 
gloves and eye protection. 
 
Application guide: Apply with a stiff brush. Wait 20-30 minutes. While etching, the 
concrete surface should bubble. If some areas do not, this indicates deep oil or 

grease stains requiring additional cleaning. Scrub these areas again with a heavy-duty detergent or UGL 
DRYLOK Concrete Cleaner & Degreaser and repeat the etching procedure. A properly etched surface should 
look and feel slightly rough, like fine sandpaper. If surface remains smooth, repeat the etching procedure until 
the surface has the proper texture. Thoroughly rinse the surface with clean water. Allow the surface to dry at 
least 24 hours before staining or painting. 
  



DRYLOK® Latex Concrete Floor Paint (3.785L) 

Coverage: 12.67 - 14.73 m2/L 

Recommended coats, thickness: 2 coats, 0.102mm/coat 

Dry time: 2 hours (Recoat: 4 hours)  

Surface preparation:  
Interior Concrete, Previously Painted Surfaces, and Wood 

• Surface must be thoroughly clean and dry.  

• Remove loose or flaking paint by wire brushing or scraping. Glossy, previously 
painted surfaces must be dulled with sandpaper. 

• For highly troweled or extremely smooth concrete, treat with DRYLOK® 
Concrete and Masonry Etch & Cleaner (liquid or powder) or muriatic acid. 
 

Garage Floors and Exterior Concrete Surfaces 

• Surface must be thoroughly clean and dry. All previous coatings must be removed. 

• Freshly poured concrete and new concrete must cure 30 days prior to painting.  

• For surfaces subject to heavy use, highly troweled or extremely smooth concrete, treat with DRYLOK® 
Concrete and Masonry Etch & Cleaner (liquid or powder) or muriatic acid. 
 

Application guide:  
Interior Concrete, Previously Painted Surfaces, and Wood 
Stir thoroughly before and during application. Air and surface temperature must be above 10°C and remain 

there for 4 hours after application for proper film formation to occur. Apply first coat by brush (a good quality 

nylon/polyester blend) or 6.35mm (1/4’’) nap roller. For unpainted surfaces, first coat should be thinned with 

125ml of water per L of paint. For previously painted surfaces in good condition, apply full strength. Allow 4 

hours drying time and apply a second coat.  

Garage Floors and Exterior Concrete Surfaces 
Stir thoroughly before and during application. Air and surface temperature must be above 10°C and remain 

there for 4 hours after application for proper film formation to occur. Thin the first coat with 125ml of water 

per L of paint and apply by brush (good quality nylon/polyester blend). Allow drying for 4 hours. Apply a second 

coat full strength by brush or 6.35mm (1/4’’) nap roller. 

 

  



DRYLOK® E1 Latex 1-Part Epoxy Concrete Floor Paint (3.785L) 

Coverage: 7.36 – 9.82 m2/L 

Recommended coats, thickness: 2 coats, 0.102 – 0.127mm/coat 

Dry time: 30 minutes – 1 hour (Recoat: 4 hours)  

Surface preparation:  

• Surface must be clean and free from dirt, dust, grease, oil, soap, wax, concrete 
curing membranes, and the oily film left by sweeping compounds.  

• Stains on the surface should be removed using a heavy-duty detergent until 
the surface is clean.  

• Rinse thoroughly with clean water and allow to dry completely.  

• For highly troweled or extremely smooth concrete, treat with DRYLOK® 
Concrete and Masonry Etch & Cleaner (liquid or powder) or muriatic acid.  

• New/unpainted surfaces, garage floors, and exterior concrete surfaces: New 
concrete must cure for 30 days. For best results, new concrete should be 
washed and scrubbed thoroughly to remove any surface contaminants.  

 
Application guide: Stir thoroughly before and during application. Air and surface temperature must be above 

10°C during application and for a minimum of 4 hours after application. Do not thin. Apply an even coat using 

a 3/8” nap roller or nylon polyester brush. Do not paint in direct sunlight or apply to a hot surface. Allow first 

coat to dry 4 hours prior to applying second coat. The second coat should be applied in a cross direction to the 

first coat to achieve color uniformity. Do not apply more than 2 coats. When using 2 or more containers of the 

same color, mix together to assure color uniformity. 

 
 
 

 


